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Distribution authorized to the Department of Defense and DoD contractors only for operational or
administrative use.  Other requests for this document shall be referred to 30 SW/SES.

Department of the Air Force
30th Space Wing
Vandenberg AFB, CA  93437

Attention:  SES (M. McCombs)

Subject:  Titan IV  Procedure, T8K-15U21-SA, Slag Barrier and Retention Band
Preparation/Assembly, PCN 00 , TPA 659, Dated 01/30/01

Reference: Contract F04684-97-C-0020
CDRL Item A002, Technical Report - Type 1
Task No. 10/01-585

Gentlemen:

This procedure provides the necessary instructions to fabricate a slag barrier for nozzle, igniter
and SRMU segment joints and preinstallation application of braycote to the pin retention strap.

Review of this document has been completed. No comments have been generated during the
review of this procedure, HEI concurs with the non-hazardous classification of this specific
procedure. Recommend 30 SW/SES approval of this procedure.  This procedure was received on
30 January 2001 with a suspense date of 09 February 2001.

An electronic copy of the draft comments has been forwarded to Mr. Stan Aulabaugh and Ms.
Myrna-Lynne Whitney, 30 SW/SESI.

Please contact either                                                                                if you have any questions.

Very truly yours,

Program Manager
Vandenberg Operations

DES:ba

Attachment: Comments

cc: 30 CONS/LGCZG (w/o atch)
File (6400)



Titan No Comments  03/08/01

T8K-15U21-SA
Slag Barrier and Retention Band Preparation/Assembly

PCN 00, TPA 659
30 January 2001
Non-Hazardous

GENERAL COMMENTS

None.

SPECIFIC COMMENTS

None.

OTHER COMMENTS

None.


